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 CAN A,B, lub C 
 SPEED CAN A 

• 33   • 83  
CAN B 
• 50   • 83,33   • 100   • 125   • 250 

CAN C 
• 125   • 250   • 500 

 New Zapis skanowanie do pliku – wprowadzenie nazwy pliku 
 Open Otwieranie zapisanego pliku  
 SetMASK Ustawienie pola MASK 
 ClearMASK Wyczyść pole MASK 
 START Uruchomienie skanowania 
 CLOSE Zamknij 
 

 
WYBÓR  POWODUJE KONIEC SKANOWANIA I ZAPIS PLIKU NA KARCIE MICROSD 

 

C A N  A N A L Y S E R  
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LEGAL DISCLAIMER 
It is forbidden to use DiagProg4 device, software for this device, information contained in this document and any other Elprosys products for purposes which are 
illegal or prohibited in any other way. Elprosys and the company’s management board shall not be liable for the results of the use of the DiagProg4 device, 
software, information contained in this document and any other Elprosys products for purposes which are illegal or prohibited in any other way. Copying, 
redistribution, publishing, dissemination, sale, giving access to or making use in any other way of the whole or part of the software and data contained in this 
document are forbidden. Elprosys may introduce improvements or modifications of products on offer and their documentation as well instruction manuals at any 
time without a prior notice. Any and all trademarks, product names and information set forth in the document are the property of the Elprosys company and are 
protected by the law. A User is required to respect intellectual property rights of resources contained in the document. 
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 1. CAN C 
 2. SPEED CAN C:  500 
 3. New ZAPIS PLIKU – wprowadzamy nazwę pliku 
 4. START Uruchomienie skanowania 
  

 
 

 5. Wybór   Powoduje koniec skanowania i zapis pliku na karcie microSD 
 

P R Z Y K Ł A D  


